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This serial consists of a vacuum pump, vacuum filter and 
vacuum buffer assimilated in a hoist-able frame, approved up to S.W.L. 3000 KG. With a hoisting 
point at the upper side and a suspension hole at the bottom of the unit, which are also mounted to 
the separate available fork frame, you are able to use this combination in many ways. Now it is 
easy to exchange it between a shovel (at one location) and an excavator (at another location). It 
can also be used as a separate unit in combination with a separate hose. Security is a Hot-Item, 
that’s why our units are equipped with a big, easy to read vacuum gauge, and with a vacuum 
buffer, in accordance with CE. 
 
 
Pump Capacity:  48m³ 
 
Option: 100m³ 
 
 
 

 
 
 
 
 
 
 
 
 
*Type: NT-H-40 
Driving: hydro motor with a hydraulic control valve . Minimum 12/14 Ltr/min. 
needed by 140 bar. Standard maximum adjustable flow 60 Ltr/min.  
Option: NT-HE-40 (electrical operation, 12/24 V required) 

 
*Type: NT-B-40 
Driving: Honda 5.5 hp or Vanguard 6 hp petrol engine (lead-free) with                  
manual start. 

 
  *Type: NT-D-40 
  Driving: Yanmar 5 hp, diesel engine with manual start. 
 
  *Type: NT-REB/RED-40 
  These designs are equipped with Radio Control operation for suctioning and 
  releasing the load. Electrical start, 12 V battery, electrical switch box and lamp 
  set are also provided. 
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